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10K DUCTILE IRON WAFER TYPE BUTTERFLY VALVE WITH PNEUMATIC ACTUATOR

KITZ Fig: FA-10DJ

Sizes: 2-12inch(50-300mm)

DOUBLE ACTING TYPE

Standards

. End to End: JIS B2002

. End Connection: WAFER TYPE (JIS 5K/10K)
. Wall Thickness: KITZ STANDARD

Test Standard

. KITZ STANDARD

Dimensions
SIZE(inch/mm)

2 50 43.0 0.0 270.0 0.0 0.00
21/2 65 46.0 0.0 278.0 0.0 0.00
3 80 46.0 0.0 319.0 0.0 0.00
4 100 52.0 0.0 329.0 0.0 0.00
5 125 56.0 0.0 373.0 0.0 0.00
6 150 56.0 0.0 385.0 0.0 0.00
8 200 60.0 0.0 448.0 0.0 0.00
10 250 68.0 0.0 549.0 0.0 0.00
12 300 78.0 0.0 603.0 0.0 0.00

Material List

NAME OF PART MATERTAL SPECIFICATION
BODY DUCTILE IRON+NBR FCD450-18+NBR
STEM STAINLESS STEEL SUs41@

Specifications

10K DUCTILE IRON WAFER TYPE BUTTERFLY VALVE WITH PNEUMATIC
ACTUATOR, DOUBLE ACTING TYPE

End to End : JIS B2002,End Connection : WAFER TYPE (JIS
BK/10K),Wall Tchickness : KITZ STANDARD, Test Standard : KITZ
STANDARD, Sizes : 2-12inch(50-300mm), BODYMATERIAL :DUCTILE
IRON+NBR, STEMMATERIAL :STAINLESS STEEL,KITZ Fig : FA-10DJ
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Far mare details, please refer to the drawing.
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